
DECLARATION OF PERFORMANCE / DoP 105
FOR SOLID WOOD FLOORBOARDS WITH TONGUE AND GROOVE, 
INSTALLED WITH SCREWS IN INTERIOR AREAS.

1. Unique identification code for the product type:
Product type 1: ABAL                  Fir 	  	             		  (19 - 50 mm thickness)
Product type 2: LAOC                 Canadian Larch              	 (19 - 50 mm thickness)
Product type 3: PNSY   	     Pine 	 	  		  (19 - 50 mm thickness)    
Product type 4: PCAB   	     Spruce 	  	  	 (19 - 50 mm thickness)
Product type 5: PSMN                Canadian  Douglas Fir     	 (19 - 50 mm thickness)
	

2. Intended use:
Solid wood planks for use as indoor flooring

3. Manufacturer:
Holz-Henkel GmbH & Co. KG, Hannoversche Straße 41, D-37075 Göttingen

4. Authorized representative:
No authorized representative

5. System for assessing and verifying performance consistency: 
System 4

6. Harmonized technical Specification:
EN 14342:2013
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7. Declared Performances:

DECLARATION OF PERFORMANCE / DoP 105

Key features Performance / Classification
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Utility class Class 1

Holz-Henkel GmbH & Co. KG

Fire Performance Cfl-s1 (untreatet)

Formaldehyd Emission E1

Content of PCP NPD

Break strength (kN) NPD

Support strength (mm) NPD

Friction NPD

Thermal conductivity

Product type 1: ABAL λ-Value = 0,13 W/(m·K)

Product type 2: LAOC λ- Value = 0,15 W/(m·K)

Product type 3: PNSY λ- Value = 0,13 W/(m·K)

Product type 4: PCAB λ- Value = 0,13 W/(m·K)

Product type 5: PSMN λ- Value = 0,13 W/(m·K)

The performance of the above-mentioned product corresponds to the declared performance. The above-mentioned 
manufacturer is solely responsible for the preparation of this declaration of performance in  accordance with Regulation 
(EU) No. 305/2011.

Signed for and on behalf of the manufacturer by:
Location: Göttingen
Date: 25.03.2026

___________________________
Torsten Herzel, Chief Executive Officer (CEO)

Biological durability according 
to EN 350

Product type 1: ABAL 4

Product type 2: LAOC 3-4

Product type 3: PNSY 3-4

Product type 4: PCAB 4

Product type 5: PSMN 3

FOR SOLID WOOD FLOORBOARDS WITH TONGUE AND GROOVE, 
INSTALLED WITH SCREWS IN INTERIOR AREAS.


